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Changes to draft design
 Remove right turn bay, reinstate

two on-street car parks.  The right
turn bay is not warranted by very
low volume of turning vehicles.

Options not appropriate to pursue
 Keep parking on The Parade outside dairy

- not appropriate for safe cycle lane.

Options not appropriate to pursue
 Create a new southern terminal bus stop outside the

shops - not pursued as it would remove four car parks
outside shops.  This issue will be revisited through bus
rapid transit, the trolley bus decommissioning (2017),
intersection changes required if Shorland Park is
reconnected to the beach.  For more information see
the Island Bay Cycleway - Final Design Report.

Changes to draft design
 Replace northbound right turn bay with a new pedestrian

crossing.  The right turn bay is not warranted by very low
volume of turning vehicles.  A new pedestrian crossing is
people's preferred use of this space.

 Redesign northbound bus stop to in-lane stop allowing
trees and dedicated footpath to be retained.

 Install 2x P10 at all times on-street car parks on the
south side of Humber St west of The Parade to facilitate
access to the nearby dairy and other shops.

Level 13, Kordia House
109-125 Willis Street
PO Box 6643
Wellington 6141
New Zealand
+64 4 384 2029
spiire.co.nz
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Changes to draft design
 Remove right turn bay, reinstate

two on-street car parks.  The right
turn bay is not warranted by very
low volume of turning vehicles.

Options not appropriate to pursue
 Keep parking on The Parade outside dairy

- not appropriate for safe cycle lane.

Options not appropriate to pursue
 Create a new southern terminal bus stop outside the

shops - not pursued as it would remove four car parks
outside shops.  This issue will be revisited through bus
rapid transit, the trolley bus decommissioning (2017),
intersection changes required if Shorland Park is
reconnected to the beach.  For more information see
the Island Bay Cycleway - Final Design Report.

Changes to draft design
 Replace northbound right turn bay with a new pedestrian

crossing.  The right turn bay is not warranted by very low
volume of turning vehicles.  A new pedestrian crossing is
people's preferred use of this space.

 Redesign northbound bus stop to in-lane stop allowing
trees and dedicated footpath to be retained.

 Install 2x P10 at all times on-street car parks on the
south side of Humber St west of The Parade to facilitate
access to the nearby dairy and other shops.

Level 13, Kordia House
109-125 Willis Street
PO Box 6643
Wellington  6141
New Zealand
+64 4 384 2029
spiire.co.nz
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PRELIMINARY ONLY
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Sheet 2 of 3

Changes to draft design
 Increase buffer space

width outside the medical
centre/library to 1.2m by
reducing the cycle lane
width to 1.4m.  This will
facilitate easier access to
and from parked cars.

Options not appropriate to pursue
 Install cycle lanes - given the low 30km/h speed

limit it is considered that the carriageway
should operate safely as a shared space for all
traffic.  We will review how this works and it
may be reconsidered if it's not working.

Options not appropriate to pursue
 Remove right turn bays - higher turning volumes

justify retention.
 Move existing bus shelter outside the cinema

northwards to match the position of the new bus
stop - unacceptable impact for adjacent businesses.
Shelter for the relocated northbound bus stop is
provided by the extensive shop verandah.

 Request for a roundabout at the Mersey Street
intersection - inappropriate intersection control that
would create safety issues for people on bikes.
Status quo is functioning well.

 Keep parking on The Parade outside shops - not
appropriate for safe cycle lane.

Level 13, Kordia House
109-125 Willis Street
PO Box 6643
Wellington 6141
New Zealand
+64 4 384 2029
spiire.co.nz

Options not appropriate to pursue
 Keep parking angled outside the medical centre

- priority given to increasing overall parking
supply in vicinity by allowing seven parks to also
be retained on the west side of The Parade.

Changes to draft design
 Install a new pedestrian crossing across The Parade on

the north side of the intersection (removes one park).
 Install angle parking on the south side of Mersey St west

of The Parade to increase parking in the vicinity of the
cinema and install 2x P10 at all times on-street car parks
to facilitate access to the nearby dairy and other shops.

 Install angle parking on the south side of Mersey St east
of The Parade to increase parking in the vicinity of the
cinema and install 2x P10 at all times on-street car parks
to facilitate access to the nearby dairy and other shops.

 Redesign pedestrian area outside no.222 to avoid
impact on adjacent pohutukawa tree (create footpath
extension with cycle lane ramped up to footpath level).
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Changes to draft design
 Increase buffer space

width outside the medical
centre/library to 1.2m by
reducing the cycle lane
width to 1.4m.  This will
facilitate easier access to
and from parked cars.

Options not appropriate to pursue
 Install cycle lanes - given the low 30km/h speed

limit it is considered that the carriageway
should operate safely as a shared space for all
traffic.  We will review how this works and it
may be reconsidered if it's not working.

Options not appropriate to pursue
 Remove right turn bays - higher turning volumes

justify retention.
 Move existing bus shelter outside the cinema

northwards to match the position of the new bus
stop - unacceptable impact for adjacent businesses.
Shelter for the relocated northbound bus stop is
provided by the extensive shop verandah.

 Request for a roundabout at the Mersey Street
intersection - inappropriate intersection control that
would create safety issues for people on bikes.
Status quo is functioning well.

 Keep parking on The Parade outside shops - not
appropriate for safe cycle lane.

Level 13, Kordia House
109-125 Willis Street
PO Box 6643
Wellington 6141
New Zealand
+64 4 384 2029
spiire.co.nz

Options not appropriate to pursue
 Keep parking angled outside the medical centre

- priority given to increasing overall parking
supply in vicinity by allowing seven parks to also
be retained on the west side of The Parade.

Changes to draft design
 Install a new pedestrian crossing across The Parade on

the north side of the intersection (removes one park).
 Install angle parking on the south side of Mersey St west

of The Parade to increase parking in the vicinity of the
cinema and install 2x P10 at all times on-street car parks
to facilitate access to the nearby dairy and other shops.

 Install angle parking on the south side of Mersey St east
of The Parade to increase parking in the vicinity of the
cinema and install 2x P10 at all times on-street car parks
to facilitate access to the nearby dairy and other shops.

 Redesign pedestrian area outside no.222 to avoid
impact on adjacent pohutukawa tree (create footpath
extension with cycle lane ramped up to footpath level).
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PRELIMINARY ONLY
NOT FOR CONSTRUCTION

Options not appropriate to pursue
 Relocating bus stop northwards towards Tamar Street

intersection - would remove more on-street car parks.
These are outside residences and the properties have no
off-street parking.

 Leaving the existing four bus stops where they are -
considered inefficient for bus operations.  It's also sensible
and efficient to coordinate with the cycleway project.

Changes to draft design
 Increase buffer space width adjacent

to accessibility car park to 1.2m by
reducing the cycle lane width to 1.4m.

Options not appropriate to pursue
 Request for a roundabout at the Tamar Street

intersection - inappropriate intersection control that
would create safety issues for people on bikes.  Status
quo is functioning well.

 Request for a pedestrian crossing in the vicinity of
75-79 The Parade - insufficient numbers of pedestrians
crossing the road to justify a formal pedestrian crossing.

Changes to draft design
 Provide signal controlled intersection -

improves pedestrian crossing facilities and
makes right turns much easier especially from
the side roads, provides for safe cycle friendly
facilities at this busy intersection.

 Install 2x P10 at all times on-street car parks
on the south side of Dee St west of The
Parade to facilitate access to the nearby dairy.

Changes to draft design
 Move west side kerb line westwards (narrow footpath)

to widen road in the vicinity of no. 2 to create width for
5 on-street car parks (additional cost of $33,000).

 Increase buffer space width adjacent in the vicinity of
no. 11 to 1.2m by reducing the cycle lane width to 1.4m
to facilitate access to car parks by a wheelchair user.
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Wellington 6141
New Zealand
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Options not appropriate to pursue
 Keeping the roundabout at the Dee St intersection

- inappropriate intersection control that would
create safety issues for people on bikes.

 Proposal to revert to give ways on side roads -
would mean undue delay to right turning side road
traffic and difficult crossing for pedestrians.

 Keep parking on The Parade outside dairy - not
appropriate for safe cycle lane.

Options not appropriate to pursue
 Removing the right turn bay for Dover Street /

tennis club entrance - safe access for turning
traffic prioritised over on-street car parking.

Changes to draft design
 Install 2x P20 at all times on-street car parks

on the north side of Tamar Street east of The
Parade to facilitate access to nearby shops.
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Options not appropriate to pursue
 Relocating bus stop northwards towards Tamar Street

intersection - would remove more on-street car parks.
These are outside residences and the properties have no
off-street parking.

 Leaving the existing four bus stops where they are -
considered inefficient for bus operations.  It's also sensible
and efficient to coordinate with the cycleway project.

Changes to draft design
 Increase buffer space width adjacent

to accessibility car park to 1.2m by
reducing the cycle lane width to 1.4m.

Options not appropriate to pursue
 Request for a roundabout at the Tamar Street

intersection - inappropriate intersection control that
would create safety issues for people on bikes.  Status
quo is functioning well.

 Request for a pedestrian crossing in the vicinity of
75-79 The Parade - insufficient numbers of pedestrians
crossing the road to justify a formal pedestrian crossing.

Changes to draft design
 Provide signal controlled intersection -

improves pedestrian crossing facilities and
makes right turns much easier especially from
the side roads, provides for safe cycle friendly
facilities at this busy intersection.

 Install 2x P10 at all times on-street car parks
on the south side of Dee St west of The
Parade to facilitate access to the nearby dairy.

Changes to draft design
 Move west side kerb line westwards (narrow footpath) 

to widen road in the vicinity of no. 2 to create width for 
5 on-street car parks (additional cost of $50,000).

 Increase buffer space width adjacent in the vicinity of
no. 11 to 1.2m by reducing the cycle lane width to 1.4m
to facilitate access to car parks by a wheelchair user.
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Options not appropriate to pursue
 Keeping the roundabout at the Dee St intersection

- inappropriate intersection control that would
create safety issues for people on bikes.

 Proposal to revert to give ways on side roads -
would mean undue delay to right turning side road
traffic and difficult crossing for pedestrians.

 Keep parking on The Parade outside dairy - not
appropriate for safe cycle lane.

Options not appropriate to pursue
 Removing the right turn bay for Dover Street /

tennis club entrance - safe access for turning
traffic prioritised over on-street car parking.

Changes to draft design
 Install 2x P20 at all times on-street car parks

on the north side of Tamar Street east of The
Parade to facilitate access to nearby shops.
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Options not appropriate to pursue
 Relocating bus stop northwards towards Tamar Street

intersection - would remove more on-street car parks.
These are outside residences and the properties have no
off-street parking.

 Leaving the existing four bus stops where they are -
considered inefficient for bus operations.  It's also sensible
and efficient to coordinate with the cycleway project.

Changes to draft design
 Increase buffer space width adjacent

to accessibility car park to 1.2m by
reducing the cycle lane width to 1.4m.

Options not appropriate to pursue
 Request for a roundabout at the Tamar Street

intersection - inappropriate intersection control that
would create safety issues for people on bikes.  Status
quo is functioning well.

 Request for a pedestrian crossing in the vicinity of
75-79 The Parade - insufficient numbers of pedestrians
crossing the road to justify a formal pedestrian crossing.

Changes to draft design
 Provide signal controlled intersection -

improves pedestrian crossing facilities and
makes right turns much easier especially from
the side roads, provides for safe cycle friendly
facilities at this busy intersection.

 Install 2x P10 at all times on-street car parks
on the south side of Dee St west of The
Parade to facilitate access to the nearby dairy.

Changes to draft design
 Move west side kerb line westwards (narrow footpath)

to widen road in the vicinity of no. 2 to create width for
5 on-street car parks (additional cost of $33,000).

 Increase buffer space width adjacent in the vicinity of
no. 11 to 1.2m by reducing the cycle lane width to 1.4m
to facilitate access to car parks by a wheelchair user.
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Options not appropriate to pursue
 Keeping the roundabout at the Dee St intersection

- inappropriate intersection control that would
create safety issues for people on bikes.

 Proposal to revert to give ways on side roads -
would mean undue delay to right turning side road
traffic and difficult crossing for pedestrians.

 Keep parking on The Parade outside dairy - not
appropriate for safe cycle lane.

Options not appropriate to pursue
 Removing the right turn bay for Dover Street /

tennis club entrance - safe access for turning
traffic prioritised over on-street car parking.

Changes to draft design
 Install 2x P20 at all times on-street car parks

on the north side of Tamar Street east of The
Parade to facilitate access to nearby shops.


