CONTRACTOR TO VERIFY DIMENSIONS ON SITE BEFORE CONSTRUCTION

DETAIL: RAISED PEDESTRIAN PLATFORM
Scale: 1:25

1. **Footpath**
   - Existing pavement to be excavated as required.
   - Min. 100mm well compacted AP40 basecourse.

2. **New Pathway**
   - 20MPa concrete ramp, light brushed finish.
   - 40mm mix 10 A/C.

3. ** Existing Services**
   - 200mm well compacted AP40 basecourse.

4. **Planting**
   - See detail K244-08.

5. **Bollard**
   - 3000 wide, 500mm deep.

6. **Shared Pathway Sign**
   - Tentative manhole locations.

7. **Tentative manhole locations**
   - Min. 100mm well compacted AP40 basecourse.

8. **Raised Pedestrian Platform**
   - Min 850mm wide, 50mm deep mix 10 A/C reinstatement.

9. **Timber Macracarpa Bench Seat Detail**
   - 10mm arris all edges of top timbers.
   - Seal all timber below ground and 50mm above with 2 coats Sika Balckseal Elastic.

10. **Raised asphalt platform**
    - See detail K244-08.

11. **New Pathway**
    - 20MPa concrete ramp, light brushed finish.

12. **Footpath**
    - 40mm mix 10 A/C.

13. **Removable bollard**
    - K244-08.

Supplier:
Open Spaces
Mark McGuinness 0274453572
POBox 33128 Petone

- Seal all timber below ground and 50mm above with 2 coats Sika Balckseal Elastic.
- Min. 100mm well compacted AP40 basecourse.
- Min 850mm wide, 50mm deep mix 10 A/C reinstatement.

**SUPPLIER**
Open Spaces
Mark McGuinness 0274453572
POBox 33128 Petone

**MARKET PRICE**

**CONTRACTOR**

**SYSTEM**

**PRELIMINARY DRAWING**

**DATE**

**REVISION**

**SCALE @ A3**

**DRAWN**

**CHKD**

**DATE**

**CONTRACTOR TO VERIFY DIMENSIONS ON SITE BEFORE CONSTRUCTION**