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NOTES:

GENERAL CONSTRUCTION NOTES:
* Contractor to check all dimensions
on site prior to commencing work.
DO NOT SCALE OFF DRAWINGS

* Copyright remains property of

Intertenancy Walls to be

lined both sides with GIB

Fyreline 19mm Plasterboard to achleve FRR -/120/120

Helfen Limited.

* All specified products must be
Installed in strict accordance to
manufacturer's installation Instructions.
* Refer to product sheet/installation
guides for full fixing & installation
details & instructions.

* All timber adjacent to concrete or
steel must have a Supercourse

500 DPC separation layer.
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C:E L~ Vinyl flooring over existing concrete floor in WC
< and Shower to comply with £3.3.3, and Gib
Aqualine to comply with NZBC (refer to detail)
New Mechanical Ventilation,
I% extractor fan to exterior. fﬂ
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New Mechanical Ventifation,
extractor fan to exterlor.
Humes Grease Interceptor
Model GT 1000 Heavy Duty.

FRR 60/60/60

frame at2.5m

FRR 10/10/10 sm

NZ53604

GBTL 60 wall system with
Aqualine substituted for Fyreline
GBFC 60 celling system ti timber

GIB Fire Rated Wall system GBSm
10 for smoke seperation,

“For installation see GIB Fire
Rated Systems Specification
& Installation Manual,
framing to comply with

N

2200

4800 3000

Walk-in Chiller/ Frezzer, manufactured from
standard EPS sandwich panels, Installed by
manufacturers. Supply by tenant.

NOTES:

GENERAL CONSTRUCTION NOTES:
* Contractor to check all dimensions
on site prior to commencing work.
DO NOT SCALE OFF DRAWINGS

* Copyright remalns property of
Helfen Limited.

* All specified products must be
Installed In strict accordance to

Intertenancy Walls to be lined with additional
layer of 19mm GIB fyreline plasterboard

=———xy| All timber framed wall to be 90 x
45mm MSG8 timber at 400crs

lined with either standard 10mm

Fire exit door
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Glib Standard or Gib Aqualine
(wet areas only) if not otherwise
specified

Installation

* Refer to product sheet/Installation
guides for fullfixing & Installation
detalls & Instructlons.

* All timber adjacent to concrete or
steel must have a Supercourse

500 DPC separation layer.

* The remediation of replacement of
any decayed or water damaged timber
will be on the Instruction os the
Engineer. Call on the Engineer to
Inspect following the removal of all
exterlor claddings.

* All fixings to be 316 stainless steel
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Celling Jolsts over the office,
290 x 45mm MSGS at 600crs
max span 4.60m, 13mm

standard plasterboard celling
lining.

New Mechanical Ventilation,
extractor fan to exterlor.

‘n— Viny! floorlng over floor
to comply with E3.1.1 and b Aqualine
wall and ceiling lining to camply with NZBC
(refer to detail).

Vinyl floor over exlsting
concrete floor to comply with
E3,

Intertenancy Walls to be lined both sides with
additional layer of 19mm GIB Fyreline Plasterboard

unless pecified by Engineer.
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Mezzanine Office Deck

GENERAL CONSTRUCTION NOTES:
* Contracter to check all dimensions.
an site prior to commencing work,
DO NOT SCALE OFF DRAWINGS.

* Copyright remains property of

Helfen Limited,

* Al specified products must be
instalied in strict accordance to
manufacturer's instaliation Instructions.
* Refer to praduct sheet/Instaltation
guides for {ull fixing & installation
details & instructions.

* All timber adjacent to cancrete or
steel must have a Supercourse

500 DPC separation layer.

* The remediation of replacement of
any decayed o water damaged timber
will be on the Instruction os the
Engineer, Cal} on the Engineer to
Inspect following the removal of aff
exterior claddings.

* Alt fixings to be 316 stainfess steet

| uniess othorwise specified by Enpincer.
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Existing stormwater pipe.

New 150mm@ stormwater pipe
(Grade 1:60)

Existing wastewater pipe.

New 100mm® waste water pipe
(Grade 1:60)

__ New 100mm@ trade waste

water pipe (Grade 1:60)

e m e . NEW 65mm® wastewater plpe
(Grade 1:40)

B cieaning sink E

(1000 x 500mm)

Preparation Sink
(1000 x 500mm)

B D: Floor Drain
®  Hand Basin

IP: Inspection Point

FLCO: Floor Level Clean out

0 Hotwater tap, 0 Cold water tap
temperater at 65° for o DP: Down Pipe
the kichen, 45° to 55° for
the basin and bathroom. ® BD: Basket Drain

HL: Highline

& ORG:

Indlcated overflow relief Gully, located externally with top a minimum
150mm below lowest fixture & minimum 75mm above finished ground
level adjacent as per AS/NZS 3500:2

PLUMBING PIPEWORK THROUGH 90X4SMM WALL FRAMING:

-As per NZS3604 Clause 8.7.5, holes + notches in top and bottom plates- 25mm@
maximum hole size or max 25mm deep x 200mm max length notch. Alternate for larger
size holes (Up to 59mm @) In top plates only use thru-top plate (TTP) bracket.

-As per NZ53604 Clause 8.5.1.6 holes + notches in studs - not within S0mm of the
outside fac of the stud to brick veneer, 25mm maximum hole size or max 25mm deep x
200mm max. Length notch may be Increased to 35mm@ or 35mm deep where no more
than 3 consecutive studs are drilled or notched or minimum 600mm between notches or
minimum 100mm between a hole + notch. Alternatve use thru - studs (T$90) for holes in
studs up to 59mm@,

MBI AINA
All notes to be read in conjunction with drawings and specification.
All plumbing and drainage to comply with AS/NZS: 3500 part 2.2 unless otherwise stated,
Contractor to c.0.5 extent of works. Existing stormwater and sewer draln positions are
Indicative These are normally obtalned from council records - water and drainage aerial
photo layer. Contractor to check and confirm position of existing drainage before pricing
or commencing work. Contractor to confirm invert levels of existing drainage will work
for connecting new plumbing into. Report any issues to architect prior to proceeding
with works. Cap or remove existing pipework to be disconnected. Contractor to confirm
exsting pipes that are to be re-used, are still up to standard. allow for new pipes as
required, The contractor shall obtaln and make themselves familiar with the suppliers
current specifications for all fittings/fixtures as per schedule agreed with builder/owner,
Where any fixture/fitting s not suitable for the application, or requires modification of
the structure to allow the correct Installation, the contractor shall bring this to the
attention. If any discrepencies occur, bring to the designers attention prior to
commencing work

No strorage In the facllity shall be above 3m.

NOTES:

GENERAL CONSTRUCTION NOTES:
* Contractor to check all dimensions
onsite prior to commencing work.
DO NOT SCALE OFF DRAWINGS.

* Copyright remalns property of
Helfen Limited.

* All specified products must be
Installed In strict accordance to
manufacturer's Installation Instructions.
* Refer to product sheet/Installation
guldes for full fixing & Installation
detalls & instructions.

* Al timber adjacent to concrete or
steel must have a Supercourse

500 DPC separation layer.

* The remediation of replacement of
any decayed or water damaged timber
will be on the Instruction os the
Engineer. Call on the Engincer to
Inspect following the removal of all
exterlor claddings.

* All fixings to be 316 stainless steel
[unless otherwise specified by Engineer.
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